
SECTION II
CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

3210 Matinicus South Breaker
Buoy DMSB

43 47 25 N
68 53 24 W

Black and red with two
black sperical topmarks.

* * * 23/01

3225 Bantam Ledge Buoy DBL
South of ledge.

Red and green bands; nun.

* 23/01

4535 Northern Triangles Buoy 2 Red nun.

* * 23/01

*4916 - Buoy 21A Green can. Maintained from May 15 to
Oct. 15.

23/01

15995 Buzzards Bay
Oceanographic Lighted
Buoy

Remove from list.

* 23/01

22000 - Lighted Buoy 3 41 22 51 N
72 05 26 W

Fl G 4s 4 Green. Replaced by can when
endangered by ice.

* 23/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

CAPE MAY TO FENWICK ISLAND (Chart 12214)

165 Delaware Lighted Buoy D 38 27 18 N
74 41 47 W

Fl Y 6s 7 Yellow. RACON: K (– • –).

* 23/01

175 Delaware Traffic Lane
Lighted Buoy DB

38 38 12 N
74 52 11 W

Fl Y 4s 6 Yellow.

* 23/01

455 - Lighted Buoy 9 36 52 12 N
75 52 16 W

Q G 4 Green.

* 23/01

470 - Lighted Buoy 12 36 53 16 N
75 53 07 W

Fl R 2.5s 4 Red.

* 23/01

490 - Lighted Buoy 16 36 55 07 N
75 55 12 W

Q R 4 Red.

* 23/01

*1077 - Buoy 36A
 Marks shoal.

Red nun.

23/01
II-3.1

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
1665 - Approach Lighted
 Buoy 8

38 57 59 N
74 58 46 W

Fl R 2.5s 4 Red. Maintained from May 1 to
Nov. 1.

* * 23/01

2325 St. Jones River Warning
Daybeacon

Remove from list.

* 23/01

2340 - Warning Daybeacon Remove from list.

* 23/01

2580 - FRONT LIGHT 39 26 48 N
75 34 36 W

F R 22 On skeleton tower. Visible on range line only.
Lighted throughout 24 hours.

* 23/01

2585 - REAR LIGHT
4,950 yards, 195.2°
from front light.

F R 134 Gallery on pyramidal
skeleton structure with
black central column.

Visible on range line only.
Lighted throughout 24 hours.

* 23/01

2650 - LIGHT 3 39 33 12 N
75 31 48 W

Fl G 2.5s 15 4 SG on multi-pile
structure.

* 23/01

2655 - RANGE FRONT LIGHT 39 34 12 N
75 31 06 W

F W (Day)
Q W (Night)

15 On skeleton tower. DAY: Visible on range
line only.

Night: Visible all around;
higher intensity on range
line.

* * 23/01

2660 - RANGE REAR LIGHT
990 yards, 027.3°
from front light.

F W (Day)
Iso W 6s (Night)

46 On skeleton tower. DAY: Visible on range
line only.

NIGHT: Visible all around;
higher intensity on range
line.

* * 23/01

2665 - LIGHT 4 39 33 12 N
75 31 42 W

Fl R 2.5s 15 4 TR on multi-pile structure.

* 23/01

2675 - LIGHT 6 39 33 36 N
75 31 30 W

Fl R 4s 15 4 TR on multi-pile structure.

* 23/01

2680 - LIGHT 7 39 34 06 N
75 31 12 W

Q G 15 3 SG on multi-pile structure.

* 23/01

2685 - LIGHT 8 39 34 06 N
75 31 06 W

Fl R 2.5s 15 4 TR on multi-pile structure.

* 23/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.2

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
2690 - LIGHT 9 39 34 12 N
75 31 00 W

Q G 15 4 SG on multi-pile structure.

* 23/01

2695 - LIGHT 10 39 34 12 N
75 30 54 W

Fl R 2.5s 15 4 TR on multi-pile structure.

* 23/01

2700 - DIRECTIONAL LIGHT 39 34 14 N
75 30 40 W

Oc W 4s 15 NB on multi-pile structure. Higher intensity beam towards
Salem River entrance.

Lighted throughout 24 hours.

* 23/01

2705 - LIGHT 11 39 34 12 N
75 30 30 W

Fl G 2.5s 15 4 SG on multi-pile structure.

* 23/01

2810 DELAWARE CITY LIGHT 1 39 34 42 N
75 35 06 W

Fl G 4s 14 4 SG on multi-pile structure. Light equipment removed when
endangered by ice.

* 23/01

Buoys located 50 feet outside channel limit.

2895 DEEPWATER RANGE FRONT
LIGHT

39 40 48 N
75 31 00 W

Oc G 4s
Oc R 4s

30
R 4

On skeleton tower. Visible on range line only.
Lighted throughout 24 hours.
Passing light visible all around.

* 23/01

2910 DEEPWATER RANGE REAR
LIGHT
1,000 yards, 042°
from front light.

F G 89 Located on bridge. Visible on range line only.
Lighted throughout 24 hours.

* 23/01

3135 - FRONT LIGHT 39 46 34 N
75 28 31 W

F R 81 On pyramidial skeleton tower. Visible on range line only.
Lighted throughout 24 hours.

* * 23/01

3235 - REAR LIGHT
548 yards, 050.8° from
front light.

F G 95 On pyramidial skeleton tower. Visible on range line only.
Lighted throughout 24 hours.

* 23/01

3285 TINICUM RANGE FRONT
LIGHT

39 50 54 N
75 15 12 W

Iso R 2s 38 On skeleton tower. Visible on range line only.
Lighted throughout 24 hours.

* 23/01

3290 TINICUM RANGE REAR
LIGHT
1,215 yards, 092° from
front light.

F R 112 Gallery on pyramidal
skeleton structure,
black central tower.

Visible on range line only.
Lighted throughout 24 hours.

* 23/01

3415 - RANGE FRONT LIGHT 39 53 18 N
75 11 36 W

Q G 33 On skeleton tower. Visible on range line only.
Lighted throughout 24 hours.

* 23/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.3

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
3420 - RANGE REAR LIGHT
229 yards, 021.5°
from front light.

Oc G 4s 64 On skeleton tower. Visible on range line only.
Lighted throughout 24 hours.

* 23/01

3540 HORSESHOE BEND RANGE
FRONT LIGHT

39 53 13 N
75 08 04 W

Q G 15 On multi-pile structure. Visible on rangeline only.
Lighted throughout 24 hours.

* 23/01

3546 BIG TIMBER CREEK
 LIGHT 1

39 53 13 N
75 08 04 W

Q G 15 4 SG on multi-pile structure.

* * 23/01

3580 Petty Island Lower End
Buoy P
Marks west end of shoal.

Red with green band; nun.

* 23/01

PHILADELPHIA TO TRENTON (Chart 12314)

Upper Delaware River

3650 DELAIR RANGE FRONT
LIGHT

40 00 30 N
73 03 17 W

Iso G 2s 25 On skeleton tower on
multi-pile structure.

Visible on range line only.
Passing light visible all around.
Lighted throughout 24 hours.

* * 23/01

Upper Delaware River

3765 MUD ISLAND LOWER
RANGE FRONT LIGHT

40 01 54 N
75 00 06 W

Q W (Day)
Q R (Night)

21 On skeleton tower. DAY: Visible on range
line only.

NIGHT: Visible all around;
higher intensity on range
line.

* * 23/01

3770 MUD ISLAND LOWER
RANGE REAR LIGHT
600 yards, 232° from
front light.

Oc W 4s (Day)
Oc R 4s (Night)

42 On skeleton tower. DAY: Visible on range
line only.

NIGHT: Visible all around;
higher intensity on range
line.

* * 23/01

3777 Tri-county Water Intake
Lighted Buoy N

40 02 01 N
74 59 40 W

Fl Y 6s Yellow, worded KEEP AWAY,
WATTER SUPPLY INTAKE.

Private aid.

* * * * 23/01

3778 Tri-county Water Intake
Lighted Buoy S

Fl Y 6s Yellow, worded KEEP AWAY-
WATER SUPPLY INTAKE.

Private aid.

* * * 23/01

3795 MUD ISLAND UPPER
RANGE FRONT LIGHT

40 03 54 N
74 56 48 W

Oc W 4s 25 Skeleton tower. Lighted throughout 24 hours.

* 23/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.4

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
3800 MUD ISLAND UPPER
RANGE REAR LIGHT
945 yards, 052.6° from
front light.

F W 52 On small house on concrete
base.

Lighted throughout 24 hours.

* 23/01

3840 ENTERPRISE UPPER RANGE
FRONT LIGHT

40 04 30 N
74 55 06 W

Q W 28 KRW on skeleton tower. Visible all around with higher
intensity on rangeline.

Lighted throughout 24 hours.

* 23/01

3880 BEVERLY UPPER RANGE
FRONT LIGHT

40 04 13 N
74 54 09 W

Q W 25 KRW on skeleton tower. Visible on range line only.

* 23/01

3885 BEVERLY UPPER RANGE
REAR LIGHT
145 yards, 091°
from front light.

Oc W 4s 37 KRW on skeleton tower. Visible on range line only.

* 23/01

3935 DEVLIN LOWER RANGE
FRONT LIGHT

40 04 36 N
74 54 06 W

Q R 45 KRG on skeleton tower. Visible all around; higher
intensity on range line.

* * 23/01

3940 DEVLIN LOWER RANGE
REAR LIGHT
317 yards, 258° from
front light.

Oc R 4s 60 KRG on skeleton tower. Visible all around, higher
intensity on range line.

* 23/01

3965 LEHIGH LOWER RANGE
FRONT LIGHT

40 04 54 N
74 51 54 W

Oc W 4s (Day)
Oc G 4s (Night)

43 On skeleton tower. Visible all around; higher
intensity on range line.

Lighted throughout 24 hours.

* 23/01

3970 LEHIGH LOWER RANGE
REAR LIGHT
43 yards, 208° from
front light.

F W (Day)
F G (Night)

49 On skeleton tower. Visible all around; higher
intensity on range line.

Lighted throughout 24 hours.

* * 23/01

4045 LANDRETH RANGE FRONT
LIGHT

40 06 06 N
74 50 18 W

Iso W 6s 32 KRW on white skeleton
tower on multi-pile
structure.

Visible all around; higher
intensity on rangeline.

* * 23/01

4050 LANDRETH RANGE REAR
LIGHT
367 yards, 198° from
front light.

F W 47 KRW on skeleton tower. Visible on range line only.

* 23/01

4230 Bordentown Bar Junction
Buoy B

40 08 48 N
74 43 24 W

Red with green band; nun.

* 23/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.5

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
*7837 UMCES Lighted Buoy CBB 38 59 06 N
74 21 59 W

Fl Y 4s Yellow. Private aid.

23/01

20315 BODKIN POINT SHOAL
LIGHT 3

Fl G 4s 15 4 SG on pile.

* 23/01

20330 - ENTRANCE LIGHT 7 Fl G 2.5s 15 4 SG on pile.

* 23/01

29397 FORT MACON REACH
RANGE FRONT
PASSING LIGHT

Fl W 4s 34 3 On same structure as Fort
Macon Reach Range Front
Light.

* 23/01

29403 FORT MACON REACH
RANGE REAR
PASSING LIGHT

Fl W 4s 15 3 On same structure as Fort
Macon Reach Range Rear
Light.

Located on east end of platform.

* 23/01

*29980 - Buoy 1A Green can.

23/01

*29987 - Buoy 2A Red nun.

23/01

*Add Heading:
*Turnagain Bay

*33627 - WRECK LIGHT 1 35 01 19 N
76 29 58 W

Q G 15 3 SG on pile. Marks submerged barge.

23/01

*Delete Heading:
*Turnagain Bay

33630 - LIGHT 1A 35 00 26 N
76 30 11 W

Fl G 4s 15 4 SG on pile.

23/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1615 SEAHORSE REEF LIGHT 28 58 31 N
83 09 13 W

Fl W 6s 31 7 White square skeleton
tower on piles.

* * 23/01

17455 - Daybeacon 2 26 05 27 N
81 48 25 W

TR on pile.

* 23/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.6

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
22435 NORTH LOAD TEST
PLATFORM LIGHT

Remove from list.

* 23/01

22440 SOUTH LOAD TEST
PLATFORM LIGHT

Remove from list.

* 23/01

Graving Dock Channel

31060 - RANGE FRONT LIGHT 18 26 27 N
66 04 59 W

Q G 41 KRW on skeleton tower. Visible all around; higher
intensity on rangeline.

* 23/01

31065 - RANGE REAR LIGHT
502 yards, 107.7° from
front light.

Oc G 4s 83 KRW on tower. Visible 2° each side of rangeline.

* 23/01

*Add Headings:
*Winyah Bay - Charleston Harbor
*Ashepoo-Coosaw Cut-off

*35205.01 - Buoy 184A 32 30 39 N
80 30 11 W

Red nun with yellow triangle.

23/01

*35205.02 - Buoy 185 32 30 39 N
80 30 08 W

Green can with yellow square.

23/01

*Change Headings to Read:
*Charleston Harbor - Savannah River
*Coosaw River

35210 - LIGHT 186
Marks shoal extending
out between Combahee
and Coosaw River.

32 30 23 N
80 30 22 W

Fl R 2.5s 12 3 TR-TY on dolphin.

23/01

47015 - Buoy 46 Red nun with yellow triangle.

* * 23/01

48120 - Daybeacon 10 Remove from list.

* 23/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*8647 UPPER REACH INBOUND
RANGE
FRONT PASSING LIGHT

Fl R 4s 14 3 On same structure as
Upper Reach Inbound
Range Front Light.

23/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.7

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
12655 - ENTRANCE EAST RANGE
FRONT LIGHT

28 54 36 N
89 25 54 W

Q R 30 NR on skeleton tower on piles. Visible 4° each side of rangeline.

* * * 23/01

*12657 - ENTRANCE EAST RANGE
 FRONT PASSING LIGHT

Fl W 4s 17 On same structure as
Southwest Pass Entrance
East Range Front Light.

23/01

*Add Headings:
*ELLENDER TO GALVESTON BAY (Chart 11331)
*New Orleans - Port Arthur

*33767 BLACK BAYOU CUTOFF
CANAL LIGHT 1

30 03 25 N
93 37 05 W

Fl G 4s 12 SG on pile. Private aid.

23/01

*33768 BLACK BAYOU CUTOFF
CANAL LIGHT 2

Fl R 4s 12 TR on pile. Private aid.

23/01

*Delete Headings:
*ELLENDER TO GALVESTON BAY (Chart 11331)
*New Orleans - Port Arthur

33770 CALCASIEU-SABINE WEST
LIGHT 2

Fl R 4s 17 3 TR-TY on pile.

23/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

240
3835

Morro Bay West
Breakwater Light

35 21 46 N
120 52 11 W

Fl W 4s 36 12 White column. Obscured from 176° to 207°.
HORN:  1 blast ev 30s (3s bl).

Operates continuously.

* * * 20/01

325 NOAA Environmental
Lighted Buoy 46012

37 27 00 N
122 41 45 W

Fl (4) Y 20s Yellow disc-shaped buoy.

* 23/01

680
9810

Tillamook Bay Approach
Lighted Whistle
Buoy T

45 34 18 N
123 59 39 W

Mo (A) W 5 Red and white stripes.

* * 20/01

720
15530

Grays Harbor Light 46 53 18 N
124 07 00 W

Al W R 30s
0.1s W  fl 14.9s ec.
0.1s R  fl 14.9s ec.

123 W 20
R 18

White truncated octagonal
pyramidal tower.

107

Emergency light Iso W 6s.
Lighted throughout 24 hours.
HORN:  1 blast ev 15s (2s bl).

Maintained from June 1 to
Oct. 1.  Fog signal is located
2,350 yards, 327.5° from light
tower.

* 14/01

733 NOAA Lighted Buoy
46041

47 20 10 N
124 44 50 W

Fl (4) Y 20s Yellow disc-shaped buoy.

* 16/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.8

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
APPROACHES TO STRAIT OF JUAN DE FUCA (Chart 18480)

740
16075

Quillayute River
Approach Lighted
Whistle Buoy Q

47 53 07 N
124 40 33 W

Mo (A) W 5 Red and white stripes.

* 20/01

750 Umatilla Reef Lighted
Whistle Buoy 2UR

48 11 12 N
124 49 17 W

Fl R 2.5s 4 Red.

* * 20/01

*Add Heading:
*Shelter Island Yacht Basin

*1594 SHELTER ISLAND SHOAL
LIGHT

32 42 21 N
117 14 01 W

F W 18 White sign with orange border
marked "DANGER SHOAL".

Floodlit.

Private aid.

14/01

*Delete Heading:
*Shelter Island Yacht Basin

1595 SHELTER ISLAND WEST
END LIGHT 2

32 42 30 N
117 14 06 W

Fl R 2.5s 15 5 TR on pile.

14/01

1597 - Buoy 5 Remove from list.

* 14/01

1600 - Buoy 6 Remove from list.

* 14/01

1605 - Buoy 7 Remove from list.

* 14/01

1610 - Buoy 9 Remove from list.

* 14/01

1770 - Channel Buoy 3 Remove from list.

* 14/01

*2052.1 SAN DIEGO BAY SPEED
CONTROL LIGHT A

32 38 26 N
117 07 54 W

Fl W 4s 11 White sign with orange
border on pile.

Private aid.

14/01

*2052.2 SAN DIEGO BAY SPEED
CONTROL LIGHT B

32 38 30 N
117 07 46 W

Fl W 4s 11 White sign with orange
border on pile.

Private aid.

14/01

*2052.3 SAN DIEGO BAY SPEED
CONTROL LIGHT C

32 38 34 N
117 07 38 W

Fl W 4s 11 Wight sign with orange
border on pile.

Private aid.

15/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.9

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
2670 Santa Catalina Island
West End Light

33 28 43 N
118 36 21 W

Fl W 6s 76 10 On post. Visible from 336° to 266°,
partially obscured by hills
elsewhere.

* 15/01

3107 - Lighted Whistle Buoy 3 33 41 16 N
118 14 24 W

Q G 6 Green. RACON: O (– – –).

* 18/01

3136 - Lighted Buoy 4 33 43 30 N
118 15 38 W

Q R Red.

* 16/01

3605 - RANGE FRONT LIGHT 34 09 08 N
119 12 21 W

Q R 61 KRW on pile. Higher intensity on range line.
Lighted throughout 24 hours.

* * 21/01

3610 - RANGE REAR LIGHT
245 yards, 037° from
front light.

34 09 14 N
119 12 15 W

Iso R 6s 86 KRW on pile. Higher intensity on range line.
Lighted throughout 24 hours.

* * 21/01

Channel Islands Harbor

3630 - BREAKWATER SOUTH
LIGHT 1

34 09 16 N
119 13 46 W

Fl G 6s 54 6 SG on square platform on white
column.

* * 19/01

3640 - SOUTH JETTY LIGHT 2 34 09 22 N
119 13 38 W

Fl R 2.5s 35 5 TR on post. HORN:  1 blast ev 15s (1s bl).

* * * 16/01

3750 - BREAKWATER LIGHT 34 24 17 N
119 41 13 W

Fl W 2.5s 35 9 NG on white column.

* * 23/01

3765 - LIGHT 4 34 24 29 N
119 41 06 W

Fl R 6s 25 7 On post.

* * 19/01

3835
240

Morro Bay West
Breakwater Light

35 21 46 N
120 52 11 W

Fl W 4s 36 12 White column. Obscured from 176° to 207°.
HORN:  1 blast ev 30s (3s bl).

Operates continuously.

* * * 20/01

6540 - Channel Lighted
Buoy 22

38 03 34 N
121 58 58 W

Q R 3 Red.

* 15/01

8260 Samoa Turning Basin
Lighted Buoy 6

40 49 02 N
124 10 32 W

Fl R 2.5s 4 Red.

* 23/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.10

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
8680 - Entrance Lighted Bell
Buoy 4

43 07 42 N
124 27 02 W

Fl R 6s 3 Red.

* * 20/01

8750 - Entrance Lighted
Buoy 2

43 21 26 N
124 21 03 W

Fl R 4s 3 Red.

* * 20/01

8765 Guano Rock Lighted
Whistle Buoy 4

43 21 13 N
124 20 22 W

Fl R 4s 3 Red.

* * 20/01

8780 - Channel Lighted
Buoy 5A

43 21 17 N
124 19 36 W

Fl G 4s 3 Green.

* * 20/01

8831 - Channel Lighted
Buoy 10A

43 22 12 N
124 18 28 W

Fl R 4s 3 Red.

* 20/01

9250 - Small Boat Warning Sign 43 40 11 N
124 11 56 W

Q Y (2) 19 NW worded ROUGH BAR. Lights flashing when seas
exceed four feet in height,
lights extinguished for lesser
sea conditions but with no
guarantee that bar is safe.

* 18/01

9455 - Small Boat Warning Sign 44 04 05 N
124 08 14 W

Q Y (2) 37 NW worded ROUGH BAR. Lights flashing when seas
exceed four feet in height,
lights extinguished for lesser
sea conditions, but with no
guarantee that bar is safe.

* 18/01

9785 - Entrance Lighted Bell
Buoy 2

44 48 30 N
124 04 25 W

Fl R 4s 3 Red. Replaced by bell buoy from Oct.
1 to May 1.

* * 20/01

TILLAMOOK BAY (Chart 18558)

Tillamook Bay

9810
680

- Approach Lighted
Whistle Buoy T

45 34 18 N
123 59 39 W

Mo (A) W 5 Red and white stripes.

* * 20/01

9910 - Entrance Lighted
Whistle Buoy 2

46 12 48 N
124 08 06 W

Fl R 4s 3 Red.

* 21/01

9911 - Entrance Lighted
Buoy 3

46 14 18 N
124 08 42 W

Fl G 4s 3 Green.

* 21/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.11

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
9955 Clatsop Spit Lighted
Whistle Buoy 10

46 15 14 N
124 03 14 W

Fl R 4s 3 Red.

* 21/01

9970 Clatsop Spit Lighted
Whistle Buoy 14

46 14 56 N
124 00 41 W

Q R 3 Red.

* 16/01

9980 - Channel Lighted Bell
Buoy 20

46 14 12 N
123 59 33 W

Fl R 2.5s 3 Red.

* 21/01

10010 - Lighted Gong
Buoy 27
285 yards outside
channel limit.

46 11 52 N
123 55 19 W

Fl G 2.5s 4 Green.

* 16/01

10185 - CHANNEL LIGHT 52
175 yards outside
channel limit.

46 14 03 N
123 42 51 W

Iso R 2s 17 4 TR on dolphin.

* * * 18/01

10188 - Channel Lighted Buoy 53
75 yards outside channel
limits.

Remove from list.

* 14/01

PACIFIC OCEAN TO HARRINGTON POINT (Chart 18521)

Miller Sands

10205 - Channel Lighted
Buoy 2
75 yards outside
channel limit.

46 14 59 N
123 40 50 W

Q R 3 Red.

* 20/01

10225 - Channel Lighted
Buoy 10

46 15 28 N
123 38 56 W

Q R 3 Red.

* 20/01

10235 PILLAR ROCK LOWER
RANGE
FRONT LIGHT

46 15 12 N
123 32 36 W

Fl W 2.5s
1s fl 1.5s ec.

20 KRB on pile structure. Higher intensity on range line.

* * 21/01

10325 - Channel Lighted
Buoy 28

46 16 14 N
123 29 57 W

Q R 3 Red.

* 20/01

10330 BAYVIEW LIGHT 29 46 16 27 N
123 29 15 W

Iso G 2s 18 4 SG on pile structure.

* * * 18/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001
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Denotes a new entry when preceding the station number.



SECTION II
10335 - Channel Lighted
Buoy 30

46 16 15 N
123 28 54 W

Fl R 4s 4 Red.

* 23/01

10345 - Channel Lighted
Buoy 32

46 15 59 N
123 28 02 W

Q R 3 Red.

* * 20/01

10370 Multnomah Slough
Lighted Buoy 36

46 14 45 N
123 26 22 W

Fl R 2.5s 3 Red.

* * 20/01

10375 Steamboat Slough
Lighted Buoy 37

46 14 40 N
123 25 54 W

Fl G 4s 4 Green.

* * 20/01

10401 - LIGHT 43 46 12 18 N
123 25 30 W

Fl G 2.5s 20 4 SG on dolphin. On dike.

* 21/01

10415 BUGBY HOLE LIGHT 46 46 10 54 N
123 25 57 W

Q R 15 5 TR on platform.

* 18/01

10456 Westport Slough Buoy 56 46 08 53 N
123 23 15 W

Red nun.

* 23/01

10465 DRISCOLL RANGE FRONT
LIGHT

46 09 03 N
123 23 41 W

Fl R 2.5s 23 KRB on dolphin. Visible all around; higher
intensity on range line.

* * * 14/01

10470 DRISCOLL RANGE REAR
LIGHT
410 yards, 284° from
front light.

Iso R 6s 49 KRB on skeleton tower. Visible 10° each side of
range line.

* 14/01

10525 - Channel Lighted
Buoy 68

46 08 39 N
123 17 24 W

Fl R 2.5s 4 Red.

* * 20/01

10545 - Buoy 6 46 10 33 N
123 20 50 W

Red nun.

* 23/01

10550 - Buoy 7 46 10 03 N
123 20 24 W

Green can.

* 23/01

10551 - Buoy 7A 48 09 30 N
123 19 46 W

Green can.

* 23/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001
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Denotes a new entry when preceding the station number.



SECTION II
10575 - Channel Lighted
Buoy 73

46 09 44 N
123 14 33 W

Fl G 4s 4 Green.

* 20/01

10655 Crims Island Channel
Lighted Buoy 86

46 11 09 N
123 07 42 W

Q R 3 Red.

* * 20/01

10735 - Channel Lighted
Buoy 10

46 09 16 N
123 03 30 W

Q R 3 Red.

* * 20/01

10890 - LIGHT 41 46 03 20 N
122 52 46 W

Q G 15 4 SG on dolphin. Ra ref.

* 14/01

10940 HUNTER DIKE LIGHT 52 45 59 18 N
122 50 55 W

Fl R 4s 15 4 TR on dolphin. Higher intensity beam up
channel.

* 14/01

10945 HUNTER DIKE LIGHT 54 45 58 56 N
122 50 37 W

Q R 15 4 TR on dolphin.

* 14/01

10975 - DIKE LIGHT 63 45 57 11 N
122 48 24 W

Fl G 2.5s 15 3 SG on dolphin.

* 14/01

11073 - Turn Lighted Buoy 1 45 51 08 N
122 46 58 W

Fl G 4s 4 Green.

* 20/01

11085 DUCK CLUB LIGHT 6 45 49 27 N
122 47 53 W

Q R 22 5 TR on dolphin. Ra ref.

* 14/01

11110 - LANDING LIGHT 10 45 48 30 N
122 47 49 W

Fl R 4s 33 4 TR on dolphin.

* * 14/01

11115 - CROSSING LIGHT 12 45 48 11 N
122 47 40 W

Fl R 2.5s 15 5 TR on dolphin.

* 14/01

11120 BACHELOR POINT
LIGHT 13

45 47 31 N
122 46 40 W

Fl G 6s 15 5 SG on dolphin.

* 14/01

11130 FALES LIGHT 17 45 46 20 N
122 45 44 W

Q G 22 5 SG on dolphin. Higher intensity beam down
channel.

Ra ref.

* 14/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001
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SECTION II
11135 KNAPP POINT LIGHT 19 45 44 44 N
122 45 32 W

Fl G 4s 21 4 SG on pile structure. Higher intensity beam down
channel.

* 14/01

11205 - Dike Daybeacon 39 45 40 05 N
122 45 50 W

SG on pile.

* 14/01

11243 Hayden Island Anchorage
Lighted Buoy A

45 38 39 N
122 44 32 W

Fl Y 6s Yellow. Private aid.

* 20/01

11244 Hayden Island Anchorage
Lighted Buoy B

45 38 40 N
122 43 28 W

Fl Y 6s Yellow. Private aid.

* 18/01

11265 Interstate-5 Bridge Approach
Buoy 4

45 37 11 N
122 40 21 W

Red nun.

* 14/01

North Portland Harbor

11280 - EAST END RANGE
FRONT LIGHT

45 36 04 N
122 38 31 W

Q R 35 KRB on dike.

* * 14/01

11285 - EAST END RANGE REAR
LIGHT
70 yards, 241° from
front light.

Iso R 6s 50 KRB on tripod. Visible all around; higher
intensity on rangeline.

* 14/01

11307 AIRPORT BAR RANGE
FRONT LIGHT

45 36 00 N
122 33 38 W

Q G 34 KRW on skeleton tower. Visible all around; higher
intensity on range line.

* 14/01

Government Island

11405 - MIDDLE RANGE FRONT
LIGHT

45 35 14 N
122 31 55 W

Q R 40 KRB on pile structure. Visible all around; higher
intensity on rangeline.

* 17/01

11420 - LOWER RANGE REAR
LIGHT
400 yards, 114.7° from
front light.

Iso R 6s 56 KRW on skeleton tower. Visible 4° each side of rangeline.

* 18/01

VANCOUVER TO THE DALLES (Chart 18531)

11430 FISHER QUARRY CHANNEL
RANGE FRONT LIGHT

45 34 38 N
122 28 06 W

Q G 36 KRB on pile structure. Visible all around; higher
intensity on rangeline.

* 17/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001
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SECTION II
11435 FISHER QUARRY CHANNEL
RANGE REAR LIGHT
267 yards, 110.5° from
front light.

Iso G 6s 50 KRB on skeleton tower. Visible 4° each side of rangeline.

* 17/01

Camas Slough

11440 HASSALO ROCK LIGHT 1
185 yards north of rock.

45 34 53 N
122 27 58 W

Fl G 2.5s 15 5 SG on dolphin.

* 23/01

11455 - RANGE FRONT LIGHT 45 34 27 N
122 26 10 W

Q R 35 KRB on dolphin. Visible all around; higher
intensity on rangeline.

* * 17/01

11460 - RANGE REAR LIGHT
115 yards, 113° from
front light.

Iso R 6s 30 KRB on skeleton tower. Visible 14° each side of
rangeline.

* * 18/01

Government Island

11465 - RANGE FRONT LIGHT 45 33 54 N
122 26 54 W

Q R 40 KRB on tower on pile structure. Visible all around; higher
intensity on rangeline.

* 18/01

11470 - RANGE REAR LIGHT
308 yards, 128° from
front light.

Iso R 6s 56 KRB on skeleton tower on pile
structure.

Visible 4° each side of rangeline.

* 18/01

11480 - UPPER RANGE FRONT
LIGHT

45 34 10 N
122 27 42 W

Q R 35 KRB on skeleton tower. Visible all around; higher
intensity on rangeline.

* * 18/01

11485 - UPPER RANGE REAR
LIGHT
167 yards, 290.5° from
front light.

Iso R 6s 50 KRB on skeleton tower. Visible all around; higher
intensity on rangeline.

* 18/01

11505 - UPPER LIGHT 43 45 34 20 N
122 24 07 W

Fl G 4s 13 4 SG on house.

* 23/01

11510 - UPPER RANGE FRONT
LIGHT

45 34 26 N
122 24 04 W

Q G 30 KRB on tower. Visible 4° each side of rangeline.

* * 18/01

11515 - UPPER RANGE REAR
LIGHT
265 yards, 263° from
front light.

Iso G 6s 50 KRB on skeleton tower. Visible 4° each side of rangeline.

* * 18/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001
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SECTION II
11520 - Shoal Buoy 46 45 34 27 N
122 23 22 W

Red nun.

* 23/01

11545 - LIGHT 50 45 34 07 N
122 21 20 W

Fl R 2.5s 36 5 TR on pile structure.

* 23/01

11586 Corbett Daybeacon 62 45 32 32 N
122 17 28 W

39 TR on dolphin.

* * 17/01

11590 TUNNEL POINT LIGHT 64 45 32 34 N
122 16 32 W

Fl R 2.5s 30 4 TR on skeleton tower. Higher intensity beam up and
down channel.

* * 17/01

Cape Horn

11605 - LIGHT 67 45 33 45 N
122 12 42 W

Fl G 4s 28 4 SG on tower.

* 23/01

11640 CAPE HORN DIKE LIGHT 71 45 34 45 N
122 10 33 W

Fl G 2.5s 16 3 SG on dolphin.

* 23/01

11655 - Buoy 75 45 35 02 N
122 08 28 W

Green can.

* 23/01

Multnomah Falls

11665 - BAR RANGE FRONT
LIGHT

45 34 51 N
122 06 29 W

Q R 36 KRB on dolphin. Visible 4° each side of rangeline.

* * 18/01

11670 - BAR RANGE REAR LIGHT
242 yards, 098° from
front light.

Iso R 6s 55 KRB on skeleton tower. Visible 4° each side of rangeline.

* 18/01

11690 - Buoy 83A 45 35 11 N
122 05 50 W

Green can.

* 23/01

11700 - UPPER RANGE FRONT
LIGHT

45 36 48 N
122 02 06 W

Q W 40 KRB on pile structure. On same
structure as Warrendale Lower
Range Front Light.

Visible all around; higher
intensity on range line.

* 14/01

11705 - UPPER RANGE REAR
LIGHT
1,025 yards, 057° from
front light.

Iso W 6s 53 KRB on skeleton tower. Visible 2° each side of
range line.

* 14/01
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SECTION II
Warrendale

11715 - LOWER RANGE FRONT
LIGHT

45 36 50 N
122 02 06 W

Q W 40 KRB on pile structure. On same
structure as Multnomah Falls
Upper Range Front Light.

Visible all around; higher
intensity on range line.

* * 18/01

11720 - LOWER RANGE REAR
LIGHT
224 yards, 264° from
front light.

Iso W 6s 55 KRB on skeleton tower. Visible 4° each side of
range line.

* * 18/01

11725 McGOWANS LIGHT 88 45 36 43 N
122 01 40 W

Fl R 4s 17 3 TR on pile structure.

* 23/01

11730 - UPPER RANGE FRONT
LIGHT

45 36 52 N
122 00 35 W

Q W 26 KRB on tower. Visible all around; higher
intensity on rangeline.

* 23/01

11735 - UPPER RANGE REAR
LIGHT
255 yards, 244.5° from
front light.

Iso W 6s 46 KRB on skeleton tower. Visible 14° each side
of range line.

* 23/01

11745 MOFFETTS CREEK LIGHT 92 45 37 19 N
121 59 03 W

Fl R 4s 27 5 TR on tower.

* 17/01

11749 BONNEVILLE LOCK
ENTRANCE LIGHT 94

45 38 03 N
121 57 37 W

Fl R 4s 3 TR on skeleton tower.

* 23/01

11775 - LIGHT 5 43 38 44 N
121 55 46 W

Fl G 6s 15 4 SG on tower.

* 23/01

11790 - LIGHT 7 45 39 18 N
121 54 38 W

Fl G 4s 19 4 SG on skeleton tower.

* 23/01

Cascade Rapids

11795 - LOWER RANGE FRONT
LIGHT 8

45 39 33 N
121 54 02 W

Q W 42 5 KRB on skeleton tower, TR
oriented down channel.

Visible all around; higher
intensity on rangeline.

* * 18/01

11800 - LOWER RANGE REAR
LIGHT
113 yards, 176.5° from
front light.

Iso W 6s 60 KRB on skeleton tower. Visible 4° each side of rangeline.

* 18/01
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SECTION II
Bonneville Pool

11815 - LIGHT 12 45 40 14 N
121 53 51 W

Fl R 4s 25 3 TR on skeleton tower.

* 23/01

11860 - LIGHT 23 45 41 48 N
121 44 14 W

Fl G 6s 15 4 SG on dolphin.

* 23/01

11905 - Lighted Buoy 32 45 42 38 N
121 35 54 W

Fl R 4s 4 Red.

* 23/01

11910 - Lighted Buoy 34 45 43 23 N
121 32 40 W

Fl R 2.5s 4 Red.

* 23/01

11915 HOOD RIVER RANGE
FRONT LIGHT

45 43 27 N
121 29 51 W

Q W 25 KRB on skeleton tower. Visible all around;
higher intensity on
rangeline.

* 23/01

11920 HOOD RIVER RANGE REAR
LIGHT
280 yards, 092° from
front light.

Iso W 6s 55 KRB on skeleton tower. Visible 4° each side
of rangeline.

* * * 17/01

11925 - LIGHT 35 45 43 38 N
121 30 42 W

Fl G 4s 18 4 SG on skeleton tower.

* * 23/01

11932 - Buoy 36 45 43 18 N
121 30 44 W

Red nun.

* 23/01

12000 BINGEN BOAT BASIN
ENTRANCE LIGHT 3

45 42 15 N
121 27 16 W

Fl G 6s 27 4 SG on pile.

* 23/01

12005 Bingen Boat Basin Entrance
Daybeacon 4

45 42 15 N
121 27 12 W

TR on pile.

* 23/01

12010 - LIGHT 41 45 41 56 N
121 25 27 W

Fl G 2.5s 11 3 SG on platform. Ra ref.

* 18/01

12015 - Daybeacon 42 45 41 29 N
121 25 29 W

TR on pile.

* 18/01
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SECTION II
12025 - Buoy 45A 45 41 55 N
121 23 16 W

Green can. Ra ref.

* 23/01

12040 - LIGHT 48 45 42 04 N
121 21 55 W

Fl R 4s 14 3 TR on tower.

* 18/01

12055 MEMALOOSE ISLAND
SOUTH
LIGHT 1

45 42 07 N
121 20 30 W

Fl G 2.5s 28 3 SG on tower.

* * 18/01

12065 - LIGHT 53 45 42 18 N
121 20 10 W

Fl G 4s 26 4 SG on pile structure.

* 18/01

12070 - LIGHT 54 45 41 39 N
121 18 22 W

Fl R 4s 21 4 TR on cylinder.

* 18/01

12105 - LIGHT 62 45 38 56 N
121 12 07 W

Fl R 2.5s 40 4 TR on tower.

* 18/01

12110 - LIGHT 64 45 37 35 N
121 11 48 W

Fl R 4s 17 5 TR on concrete crib.

* 18/01

12115 - Daybeacon 66 45 36 59 N
121 11 53 W

TR on house.

* 23/01

12175 - LIGHT 7 45 39 09 N
121 04 46 W

Fl G 2.5s 17 3 SG on concrete pillars.

* 23/01

12190 - LIGHT 10 45 39 25 N
121 02 21 W

Fl R 4s 31 3 TR on multi-pile structure. Ra ref.

* 23/01

12205 - LIGHT 18 45 38 44 N
120 58 20 W

Fl R 4s 15 3 TR on concrete pier.

* 23/01

12215 - BOAT BASIN LIGHT 22 45 38 59 N
120 57 52 W

Q R 17 4 TR on concrete pier.

* 23/01

12251 - SOUTH CHANNEL
LIGHT 3

45 38 51 N
122 55 45 W

Fl G 4s 12 4 On multi-pile structure.

* 18/01
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SECTION II
12265 - South Channel
Daybeacon 4

45 38 21 N
120 55 06 W

TR on pile.

* 23/01

Lake Celilo

12345 - Daybeacon 40 45 40 59 N
120 47 50 W

TR on pile.

* 23/01

12365 - Daybeacon JD 45 42 16 N
120 43 23 W

NB on concrete pillar.

* 23/01

12460 - LIGHT 13 45 42 02 N
120 26 30 W

Fl G 2.5s 15 4 SG on pile.

* * 18/01

12495 - LIGHT 22 45 45 12 N
120 10 12 W

Fl R 4s 10 4 TR on skeleton tower.

* 18/01

12550 - LIGHT 34 45 50 38 N
119 49 02 W

Fl R 4s 15 5 TR on dolphin.

* 18/01

12560 - LIGHT 36 45 50 43 N
119 46 59 W

Fl R 6s 15 4 TR on pile structure.

* 18/01

12565 - LIGHT 37 45 51 08 N
119 45 35 W

Fl G 6s 15 4 SG on pile.

* 18/01

12610 - LIGHT 41 45 51 30 N
119 40 28 W

Fl G 4s 15 4 SG on dolphin. Higher intensity beam up and
down channel.

Ra ref.

* 18/01

BLALOCK ISLAND TO McNARY DAM (CHART 18539)

Lake Umatilla

12640 - LIGHT 49 45 53 20 N
119 38 26 W

Fl G 6s 15 4 SG on pile.

* 18/01

12645 - LIGHT 50 45 53 42 N
119 37 35 W

Fl R 4s 19 4 TR on pile.
8

* 18/01

12650 - LIGHT 51 45 54 53 N
119 36 48 W

Q G 15 4 SG on dolphin.

* 18/01
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SECTION II
12660 - LIGHT 55 45 55 30 N
119 35 08 W

Fl G 6s 15 4 SG on pile.

* 18/01

12670 IRRIGON LOWER RANGE
REAR LIGHT
385 yards, 116.2° from
front light.

Iso R 6s 50 KRW on skeleton tower.
35

Visible 4° each side of rangeline.

* 14/01

12675 - LIGHT 56 45 55 08 N
119 33 48 W

Fl R 4s 65 4 TR on skeleton tower.

* 18/01

12680 - LIGHT 57 45 54 45 N
119 32 19 W

Fl G 4s 16 4 SG on dolphin.

* 18/01

13180 - Buoy 10
On rock ledge.

46 14 25 N
118 57 09 W

Red nun. Buoy depth significantly less
than channel depth.

* 18/01

13195 - Buoy 14
On rock ledge.

46 14 35 N
118 55 48 W

Red nun. Buoy depth significantly less
than channel depth.

* 18/01

13200 - Buoy 16
On rock ledge.

46 14 41 N
118 55 05 W

Red nun. Buoy depth significantly less
than channel depth.

* 18/01

*13477 - Buoy 58A 46 33 14 N
118 32 59 W

Red nun.

16/01

LAKE BRYAN (Chart 18547)

13675 Little Goose Reservoir
Lighted Buoy 1

46 35 06 N
118 01 11 W

Fl G 4s 4 Green.

* 18/01

13865 - Buoy 33 46 41 06 N
117 30 28 W

Green can.

* 18/01

13875 - LIGHT 37 46 41 43 N
117 29 38 W

Fl G 6s 15 4 SG on skeleton tower.

* * 15/01

13917 - Buoy 48 46 39 52 N
117 26 17 W

Red nun.

* 18/01
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SECTION II
14895 POST OFFICE RANGE
FRONT
LIGHT

45 37 47 N
122 47 38 W

Q W 34 KRB on pile structure. Visible all around; higher
intensity on rangeline.

* * 14/01

14900 POST OFFICE RANGE REAR
LIGHT
235 yards, 347° from
front light.

Iso W 6s 45 KRB on skeleton tower. Visible 4° each side of rangeline.

* 17/01

14927 Burlington Northern Railroad
Bridge Approach Buoy 14

45 34 37 N
122 44 57 W

Red nun.

* 23/01

14990 Stevens Point Buoy 5 45 28 09 N
122 39 57 W

Green can.

* 23/01

WILLAMETTE RIVER (Portland to Newberg) (Chart 18528)

Elk Rock

15000 - Buoy 6 45 26 33 N
122 38 49 W

Red nun.

* 23/01

Rock Island Channel

15080 - Buoy 1 45 20 03 N
122 39 08 W

Green can. Maintained from May 15 to Nov.
15.

* 23/01

15085 - Buoy 2 45 19 57 N
122 39 17 W

Red nun. Maintained from May 15 to Nov.
15.

* 23/01

15090 - Buoy 3 45 19 50 N
122 39 23 W

Green can. Maintained from May 15 to Nov.
15.

* 23/01

15095 - Buoy 5 45 19 49 N
122 39 24 W

Green can. Maintained from May 15 to Nov.
15.

* 23/01

15100 - Buoy 7 45 19 27 N
122 39 44 W

Green can. Maintained from May 15 to Nov.
15.

* 23/01

15110 - Buoy 9 45 19 23 N
122 39 45 W

Green can. Maintained from May 15 to Nov.
15.

* 23/01

15125 - Buoy 14 45 18 42 N
122 39 53 W

Red nun. Maintained from May 15 to Nov.
15.

* 23/01
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SECTION II
15130 - Buoy 15 45 18 37 N
122 39 52 W

Green can. Maintained from May 15 to Nov.
15.

* 23/01

*15497 - Buoy 4 Red nun. Position frequently shifted
with changing conditions.

16/01

GRAYS HARBOR - WESTPORT HARBOR (Chart 18502)

Grays Harbor

15530
720

- Light 46 53 18 N
124 06 54 W

Al W R 30s
0.1s W  fl 14.9s ec.
0.1s R  fl 14.9s ec.

123 W 20
R 18

White truncated octagonal
pyramidal tower.

107

Emergency light Iso W 6s.
Lighted throughout 24 hours.
HORN:  1 blast ev 15s (2s bl).

Maintained from June 1 to
Oct. 1.  Fog signal is located
2,350 yards, 327.5° from light
tower.

* 14/01

15560 - Entrance Lighted
Whistle Buoy 4

46 53 42 N
124 11 48 W

Fl R 4s 3 Red.

* 21/01

15565 - Entrance Lighted
Gong Buoy 5

46 54 50 N
124 12 35 W

Fl G 4s 3 Green.

* 20/01

15571 - Entrance Lighted
Whistle Buoy 8

46 54 30 N
124 10 54 W

Q R 3 Red. Fl R 2.5s high intensity
flashtube.

* 21/01

15695 - North Channel
Lighted Buoy 25

46 55 55 N
124 01 13 W

Q G 4 Green.

* 16/01

15700 - North Channel Lighted
Bell Buoy 26

46 56 13 N
124 00 29 W

Fl R 2.5s 4 Red.

* 20/01

15715 - NORTH CHANNEL RANGE
C FRONT LIGHT

46 57 55 N
123 58 23 W

Q W 22 KRB on pile structure. Visible all around; higher
intensity on rangeline.

Ra ref.

* * 20/01

15720 - NORTH CHANNEL RANGE
C REAR LIGHT
900 yards, 043° from
front light.

Iso W 6s 40 KRB on pile structure. Visible 4° each side of rangeline.
Ra ref.

* 20/01

15735 - NORTH CHANNEL RANGE
D FRONT LIGHT

46 57 34 N
123 59 28 W

Q W 38 KRB on pile structure. Visible 4° each side of rangeline.

* * 14/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.24

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
15740 - NORTH CHANNEL RANGE
D REAR LIGHT
333 yards, 259.7° from
front light.

Iso W 6s 59 KRB on pile structure. Visible 4° each side of rangeline.

* 14/01

15755 - North Channel
Lighted Buoy 32

46 57 36 N
123 58 42 W

Fl R 2.5s 3 Red.

* 21/01

15795 - North Channel
Lighted Buoy 44

46 58 02 N
123 54 10 W

Fl R 2.5s 4 Red.

* 16/01

15841 Grays Harbor North Channel
Lighted Buoy 52

46 57 33 N
123 50 49 W

Q R 3 Red.

* * 21/01

15842 Grays Harbor North Channel
Lighted Buoy 54

46 57 30 N
123 50 12 W

Q R 3 Red.

* 21/01

15990 POINT CHEHALIS LIGHT 4 46 54 51 N
124 06 51 W

Fl R 4s 15 4 TR on dolphin.

* 16/01

APPROACHES TO STRAIT OF JUAN DE FUCA (Chart 18480)

Quillayute River

16075
740

- Approach Lighted
Whistle Buoy Q

47 53 07 N
124 40 33 W

Mo (A) W 5 Red and white stripes.

* 20/01

16105 - BOAT BASIN LIGHT 1 47 54 38 N
124 38 17 W

Fl G 4s 17 3 SG on dolphin.

* 14/01

16110 - BOAT BASIN LIGHT 2 47 54 37 N
124 38 17 W

Fl R 4s 17 3 TR on dolphin.

* 14/01

16292 - BASIN LIGHT 1 48 08 22 N
123 24 46 W

Fl G 4s 14 4 SG on pier.

* 14/01

16293 - BASIN LIGHT 2 48 08 21 N
123 24 44 W

Fl R 4s 12 4 TR on concrete wall.

* 14/01

16294 - BASIN LIGHT 3 48 08 22 N
123 24 53 W

Fl G 2.5s 14 3 SG on multi-pile.

* 14/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.25

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
16295 - BASIN LIGHT 4 48 08 23 N
123 24 52 W

Fl R 2.5s 17 3 TR on pier.

* 14/01

16470 Point Wilson Lighted
Buoy 6

48 09 11 N
122 45 38 W

Fl R 4s 4 Red.

* 17/01

16755 Boeing Creek Reef Buoy A Remove from list.

* 18/01

16835 Decatur Reef Lighted
Buoy 2

47 34 56 N
122 28 34 W

Fl R 6s 4 Red. Ra ref.

* 23/01

PUGET SOUND - Seattle to Olympia (Chart 18448)

East Passage

16920 Puget Sound Traffic
Lane Separation
Lighted Buoy T

47 34 33 N
122 27 04 W

Fl Y 4s
Fl Y 2.5s

6 Yellow. Fl Y 2.5s, high intensity flash
tube.

* 23/01

16975 Puget Sound Traffic
Lane Separation
Lighted Buoy TA

47 26 52 N
122 24 16 W

Fl Y 4s 6 Yellow.

* 23/01

Mats Mats Bay

17655 Klas Rocks Isolated Danger
Lighted Bell Buoy DK

47 57 43 N
122 40 13 W

Fl (2) W 5s 5 Balck and red bands with
two black spherical topmarks.

* * * * * 15/01

17660 Klas Rocks Buoy 2 Remove from list.

* 15/01

18040 Orchard Rocks Lighted
Buoy 6

47 34 27 N
122 32 02 W

Fl R 2.5s 4 Red.

* 23/01

18070 POINT GLOVER LIGHT 9 47 35 25 N
122 33 02 W

Q G 25 6 SG on platform. HORN:  1 blast ev 30s (3s bl).

* 14/01

18075 POINT WHITE LIGHT 10 47 35 25 N
122 34 03 W

Fl R 4s 15 5 TR on dolphin. Ra ref.

* 14/01

18631 Onamac Point Reef Buoy A Remove from list.

* 18/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.26

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
Oak Harbor Marina

18725 - BREAKWATER LIGHT 2 48 17 12 N
122 38 06 W

Oc R 6s 8 On breakwater. Private aid.

* 23/01

18730 - BREAKWATER LIGHT 48 17 06 N
122 38 06 W

Oc Y 6s 8 On breakwater. Private aid.

* 23/01

18735 - SOUTH ENTRANCE
LIGHT 1

48 17 00 N
122 38 06 W

Oc G 6s 8 On breakwater. Private aid.

* 23/01

18736 - SOUTH ENTRANCE
LIGHT 2

48 17 00 N
122 38 06 W

Oc R 6s 8 On pile. Private aid.

* 23/01

18740 - NORTH ENTRANCE
LIGHT 1

48 17 12 N
122 38 06 W

Oc G 6s 17 On pile. Private aid.

* 23/01

18745 - NORTH ENTRANCE
LIGHT 2

48 17 12 N
122 38 06 W

Oc R 6s 17 On pile. Private aid.

* 23/01

Guemes Channel

18945 - Lighted Buoy 2 48 30 40 N
122 41 55 W

Fl R 2.5s 4 Red. Ra ref.

* 23/01

19315 Point Migley Lighted
Buoy

48 45 15 N
122 43 28 W

Fl (2+1) R 6s 3 Red and green bands.

* 23/01

19350 Burrows Island Light 48 28 42 N
122 42 48 W

Fl W 6s 57 9 White square tower on building.
34

HORN: 2 blasts ev 30s (2s bl-2s
si-2s bl-24s si).

* 21/01

19385 Center Island Reef
Daybeacon

48 29 04 N
122 50 11 W

NW on pile worded DANGER
ROCK.

Ra ref.

* 21/01

19520 - Traffic Lane Lighted
Buoy C

48 40 33 N
122 42 49 W

Fl Y 4s 6 Yellow. RACON: N (– •).

* 23/01

19615 - NORTH BREAKWATER
LIGHT 1

48 32 25 N
123 00 57 W

Fl G 4s 8 3 SG on pedestal.

* 19/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.27

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
19775 Danger Shoal Lighted
Horn Buoy
Southwest of shoal.

48 38 18 N
123 10 57 W

Fl (2+1) G 6s 6 Green and red bands. HORN:  1 blast ev 30s (3s bl).

* 23/01

19925 - Buoy 3 48 59 45 N
122 46 47 W

Green can.

* * 17/01

Boundary Bay

19945 Point Roberts Lighted
Bell Buoy 4

48 57 06 N
122 59 13 W

Fl R 4s 5 Red.

* 23/01

24472 Point Amargura Ledge
Buoy 1

55 26 35 N
133 21 42 W

Green.

* * 19/01

30685 Orote Point Light 13 26 47 N
144 37 11 E

Fl W 5s 226 15 NB on concrete tower.
23

Obscured from 227° to 358°.

* 16/01

30710 GLASS BREAKWATER LIGHT 13 27 18 N
144 37 28 E

Fl W 4s 55 5 NB on post.

* 16/01

30725 - PIER DOG LIGHT 13 27 47 N
144 38 54 E

Fl W 4s 25 5 NB on post. Obscured from 090° to 270°.

* 16/01

30745 - LIGHT 4 13 27 34 N
144 39 38 E

Iso R 6s 29 7 SR on concrete pile.

* 16/01

30785 - LIGHT 13 26 37 N
144 39 21 E

Iso W 6s 16 8 NB on skeleton tower.

* 16/01

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.28

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.


